Parts List McCoy Easy VFO February 1962
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C1—140-uuf. variable (Hummarlund MC-140-S).

Cu==47-puf, silver mica.

C3—100-puf. air padder (Hammarlund APC-100).

C4—680-ppuf. silver mica.

Cs, Ca—1000-uuf, silver mica.

Cr—140-puf. variable (Hammarlund (APC-140-B).

Cs—Dual-section, 20-uf.-per-section, 450-volt electrol-
ytic,

J1—Coax chassis fitting.

J2—Qctal chassis connector, male.

Li—14 turns No. 20, 16 turns per inch, 1-inch diam.
(B & W Miniductor 3015).

Ls—33 turns No. 20, 16 turns per inch, 1-inch diam.
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Lz—~15-hy. 75-ma. filter choke {Stancor C-1002, Knight
62-G-138).

P1—Octal cable plug, female.

Ri—4000-ohm 25-watt, with slider.

RFC1, RFCa—R.f. choke, 750 uh. (Millen 34300-750).

S1—3-pole, 3-position wafer switch {Centralgb 2507).

S2—Single-pole double-throw switch (Centrglab 1440).

Sz, S+—Single-pole single-throw toggle switch.

Ti—Power transformer, 500 volts center tapped, 70 ma.,
5 volts, 2 amp.; 6.3 volts, 2.5 amp. (Knight
61-G-464, Triad R-108A).




